
Model A B C D E F H

DS.0.BHW.1200 156 184 88 210 27 272 109
DS.0.BHW.1200.RV 156 184 88 210 27 272 109
DS.0.BHW.1800 203 256 107 319 27 283 109
DS.0.BHW.1800.RV 203 256 107 319 27 283 109
DS.0.BHW.2600 216 293 127 319 27 305 109
DS.0.BHW.2600.RV 216 293 127 319 27 305 109

F

AA

F

B

H

E

D

C

Lieren / Winches

Handlieren BHW type / Manual winches BHW type

Eigenschappen 
 
» Geschikt om mee te hijsen.
» Compact en licht in gewicht.
» In gegalvaniseerde en RVS uitvoering leverbaar.
» Het bedienen van de lier kost weinig kracht.
» Met lastdrukrem.
» Met vlakke montageplaat.
» Wordt geleverd zonder staalkabel.

Features

» Suitable for lifting applications.
» Compact and lightweight.
» Available with galvanized or stainless steel
 finish.
» Low operator effort for easy operation.
» With load pressure brake.
» With mounting plate.
» Wire ropes are sold separately.

 Afmetingen / Dimensions (mm)

Model BHW.1200 BHW.1200RV BHW.1800 BHW.1800RV BHW.2600 BHW.2600RV

WLL / WLL 1st layer (kg) 550 440 825 660 1200 960
WLL / WLL 3rd layer (kg) 392 314 562 450 844 675
Min handkracht / Min force of hand turn (N) 180 180 190 190 190 190
Vertraging / Gear ratio 1:4 1:4 1:5 1:5 1:9 1:9
Trommel / Drum (émm) 50 50 60 60 76 76
Staaldraad / Steel wire (émm x m)  5 x 20 5 x 20 7 x 20 7 x 20 8 x 13 8 x 13
Netto gewicht / Net weight (kg) 3.3 3.3 8 8 11.5 11.5

 Speci!caties / Speci!cations
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Lieren / Winches

Wormlieren / Worm gear winches

Eigenschappen 
 
» Geschikt om mee te hijsen.
» Wormwiel aandrijving.
» Zelfremmend.
» Compact en licht in gewicht.
» Grote trommel capaciteit.
» Met ergonomische hendel.
» Met vlakke montageplaat ook geschikt voor 
 muurmontage.
» Wordt geleverd zonder staalkabel.

Features

» Suitable for lifting applications.
» Worm wheel gearing.
» Automatic brake. 
» Compact and lightweight.
» Large drum capacity. 
» Easy-grip handle.
» With mounting plate for base or wall.
» Wire ropes are sold separately.

 Afmetingen / Dimensions (mm)

Model A B C D E

DS.0.HW.0250 150 300 150 200 240
DS.0.HW.0500 180 360 180 260 240
DS.0.HW.1000 300 490 300 300 370

Model HW.0250 HW.0500 HW.1000

WLL / WLL 1st layer (kg) 250 500 1000
Min handkracht / Min force of hand turn (N) 180 180 180
Vertraging / Gear ratio 1:15 1:21 1:26
Trommel / Drum (émm) 58 71 102
Staaldraad / Steel wire (émm x m) 5 x 20 7 x 25 9 x 35
Netto gewicht / Net weight (kg) 10 16 40

 Speci!caties / Speci!cations



Lieren / Winches

Handlieren RHW type / Manual winches RHW type

Eigenschappen 
 
» Geschikt om mee te trekken.
» Met vrijloop.
» Met lastdrukrem.
» Grote trommel capaciteit.
» Met ratelmechanisme.
» In gegalvaniseerde en gelakte uitvoering
 leverbaar.
» Compact en licht in gewicht.
» Met vlakke montageplaat.

Features

» Suitable for pulling applications.
» With free spooling
» With load pressure brake.
» Large drum capacity.
» With ratchet mechanism.
» Available in galvanized or painted finish.
» Compact and lightweight.
» With mounting base.

Model A é B é C D E é F H I J K

DS.0.RHW.0500 60 140 150 100 15 403 182 130 245 350
DS.0.RHW.1000 76 175 154 110 18 443 214 170 266 350
DS.0.RHW.2000 90 190 195 155 18 490 230 170 300 350
DS.0.RHW.3000 100 230 205 155 18 549 296 170 365 350

 Afmetingen / Dimensions (mm)

Model RHW.0500 RHW.1000 RHW.2000 RHW.3000

WLL / WLL 1st layer (kg) 500 1000 2000 3000
WLL / WLL 3rd layer (kg) 340 718 1455 2136
Min handkracht / Min force of hand turn (N) 120 120 130 180
Vertraging / Gear ratio 1:4 1:12 1:22 1:29
Trommel / Drum (émm) 60 76 90 100
Staaldraad / Steel wire (émm x m) 6 x 22 8 x 25 9 x 30 10 x 30
Netto gewicht / Net weight (kg) 14 19 25 44.5

 Speci!caties / Speci!cations
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